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Step 1

Remove the cargo net hook from the threaded stud.

Step 2

Remove the hatch sill trim using a phillips head screwdriver. Once the screws are removed, it will just be held in
with clips and can be popped out.
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Remove the trim panels just inside the rear door.

Step 4

Remove anything else attached to the rear interior panel, power outlet, seatbelt bolts, etc.
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Step 5

Now pop the interior panel out. You will need to pry the plastic up past the third-row seat mechanism with a
screwdriver or pry tool so it can slide up and over.

Step 6

Remove the two white plastic clips from the back of the panel. Use those clip locations to drill through the panel
with a pilot bit. This will mark the hole locations on the front for the nutserts.
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Step 7

Open up the two holes that the white clips clipped into with the included 24/64" drill bit. Install two nutserts into
the metal.

Step 8
Now reinstall all of the interior trim.

Step 9

Open up the pilot holes (in the plastic only) to 1/2".
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Step 10

Install the spacers, bolts, and lower brackets through the plastic and into the nutserts as shown.

Step 11

Remove the grab handle by prying off the caps and removing the bolts using a 10mm socket.
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Step 12

Reinstall the grab handle with the upper bracket behind it.
Step 13

Install the MOLLE Panel to the brackets using button head bolts, washers and flange nuts. Make sure all of your
bolts are tight, and you are done with the install!
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Step 14

Thank you for supporting

American-made. We hope you
enjoy your new product!

If you have any questions or concerns
please reach out to us.

info@jcroffroad.com
info@victory4x4.com
info@squatch-proof.com
info@fatamericanmfg.com

269-353-1184
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